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TECHNICAL DATAS

Item no.

Dimensions 
(L x W) Thickness Roll weight Core length Core inner 

diameter Colour

m mm kg m mm  

AlfaFol black 0,5 mm / 2 x 100 m 57483 100.00 x 2.00

0.50
130.00

2.10 76 Black
AlfaFol black 0,5 mm / 4 x 50 m 57484 50.00 x 4.00

AlfaFol black 0,5 mm / 6 x 40 m 57490 40.00 x 6.00
155.00

AlfaFol black 0,5 mm / 8 x 30 m 57493 30.00 x 8.00

AlfaFol black special dimensions 0.5 mm 42606  - - - - -

AlfaFol black 1.0 mm / 2 x 50 m 53622 50.00 x 2.00

1.00

130.00

2.10 76
Black

AlfaFol black 1.0 mm / 4 x 25 m 51294 25.00 x 4.00

AlfaFol black 1.0 mm / 6 x 25 m 37169 25.00 x 6.00 200.00

AlfaFol black 1.0 mm / 8 x 25 m 37170 25.00 x 8.00 265.00

AlfaFol black 1.0 mm / 10 x 20 m 55190 20.00 x 10.00 260.00

AlfaFol black 1.0 mm / 12 x 15 m 55191 15.00 x 12.00 235.00

AlfaFol black special dimensions 1.0 mm 36916  - - -

AlfaFol olive green 1.0 mm / 4 x 25 m 37205 25.00 x 4.00 130.00
2.10 76

Olive-green
AlfaFol olive green 1.0 mm / 6 x 25 m 37206 25.00 x 6.00 200.00

AlfaFol olive green 1.0 mm / 8 x 25 m 37207 25.00 x 8.00 265.00

AlfaFol olive green special dimensions 36913  - - -

PVC POND LINERS – ALFAFOL

•  Flexible, consequently easy to process
•  Single ply, black
•  UV resistant
•  Weld seam resistant
•  Rot resistant
•  Fish compatible
•  Cold resistant in accordance with DIN 53361
•  Regenerate and cadmium free PVC
•  Return guarantee for recycling and specialised disposal
•  Integrated tape measure
•  Material: PVC
•  Guarantee: 15 years

Pond liner for reliable sealing of your pond

Top product characteristics
•  Ideal for implementing individual gar-

den pond shapes, trouble-free cutting 
to size with scissors

•  Easy bonding or welding with the 
OASE PVC liner accessories

•  Safely seals your pond
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