
C o m e t  P r e c  2 0 - 2 0  S i l v e r
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Water
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Sea 
Water 220-240 V 400 V 110-120 V 50 Hz 60 Hz 12 V AC 24 V DC DMX DMX/

RDM
Plug and

Spray
Comet Prec 20-20 Silver

 Comet Prec 20-20 Silver
Dimensions (Ø x H mm) 62 x 505
Fountain height DWB DDB

l/min bar
   1.00 [m] 90 0.12
   1.25 [m] 96 0.14
   1.50 [m] 102 0.17
   1.75 [m] 110 0.19
   2.00 [m] 117 0.22
   2.50 [m] 132 0.28
   3.00 [m] 147 0.34
    3.50 [m] 160 0.40
   4.00 [m] 170 0.46
   5.00 [m] 206 0.57
   6.00 [m] 227 0.69
   7.00 [m] 245 0.81
   8.00 [m] 263 0.92
   9.00 [m] 279 1.04

  10.00 [m] 295 1.16
  11.00 [m] 309 1.28
  12.00 [m] 323 1.40
14.00 [m] 350 1.64
16.00 [m] 385 1.90
18.00 [m] 420 2.15
20.00 [m] 441 2.40

Material Stainless steel 1.4571/1.4301 (AISI 316 Ti/304)
Weight [kg] 1.55
Order no. 50523

The Comet Prec 20-20 Silver generates a precise 
clear, full jet that is stable in the wind. 

This nozzle is ideal for the combination with 
Multi Directional Drive II /DMX/02 (see page 
26) and Swivel /DMX/02 (see page 28).

Product characteristics at a glance
• Medium-sized single-jet nozzles
• Fountain heights 1,00m to 20,00m
• Clear wind-stable full jet
• Ideal for the combination with Multi 
 Directional Drive II /DMX/02 and Swivel

• Can be implemented as a single fountain 
 or in groups
• Water-level independent
• With flow director
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