
 For fast, easy, and secure mounting of up to six spot-
lights with the associated underwater transformers.

 The holders can be mounted on all types of pipes 
above and below the water surface with an adjust-
able quick clamp fixture. Thus the spotlights can be 
symmetrically fixed in place around a nozzle pipe. 
Thanks to the corrosion-resistant total metal con-
struction and the robust design the spotlight holders 
are extremely reliable and offer a long service life.

Product characteristics at a glance
• Lamp Holder compatible with:
 - ProfiLux LED 320/DMX/02  50717
 - ProfiLux LED 1100/01  51296
 - ProfiLux LED Spot 1500/DMX/02  56388
 - ProfiLux LED Flood 1500/DMX/02  56391
 - ProfiLux LED Spot 2200/01  56401
 - ProfiLux LED Flood 2200/01  56402
 - ProfiLux E 100  56898
 - ProfiLux E 101  56133
 - LunAqua 10 halogen  54037
 - ProfiLux LED 12V/01  50367
 - ProfiLux LED 24V/01  50474
 - LunAqua 10 LED/01  50366
• For Pipes from ½" to 2" (24 mm up to 67 mm)
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Lamp Holder 

Dimensions (L x W x H) [mm] 446 x 446 x 37

Material Stailess steel 1.4571 (AISI 316Ti)

Weight [kg] 3.4

Order no. 50786Lamp Holder

Lamp Holder

Lamp Holder




