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SWIVEL/DMX/02

The swivel creates swivelling and impressive
water effects.

These water effects are formed by combining this
single dimensional drive with a pivoting range of
max. 180° on the y-axis and nozzles (Comet Prec
20-20 E, Finger Nozzle 7-15 E or fan jet 10-20-6 E)

Swivel/DMX/02

Pool Sea DMX/ | Plugand
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*Seawater product version on request

Product characteristics at a glance

* Single dimensional drive, suitable for fan
nozzles as well as comet nozzles
(Comet Prec 20-20 E or fan jet 10-20-6 E)

e Pivoting range of max. 180°

e 2"-thread nozzle, 2/ "-thread water

* Robust stainless steel construction

* Controllable by OASE DMX devices
(not included in scope of delivery)

° Energy efficient motor, 24 V/ DC

e Suitable for fresh water and pool water
application.

e Sea water Swivel on request.
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Accessories (must be ordered separately)

2
2112x75
hose fitting

Finger Nozzle 7 - 15 E (see page 60) 51110

WL min. 260mm
360
450
431

Comet Prec 20-20 silver (see page 46) 50523

Fan Jet 10-20-6 silver (sce page 55) 50524

LED Modul 11960 / DMX / 02 (see pags 151) 51069

Underwater power supply 250 / 24V / 01 (see pags 170) 50733

Connecting cable DMX/01 (see page 162) Order no.

Connecting cable DMX/1.0 m/01 12368

Connecting cable DMX/3.0 m/01 12369

Connecting cable DMX/5.0 m/01 12371

Connecting cable DMX/10.0 m/01 12372

Connecting cable DMX/20.0 m/01 12373

End Resistant for Bus-System DMX/01 12007

DMX-Box/01 57646 Swivel/DMX/02

Connecting cable 24V DC/01 (sce pags 160) Order no. Dimensions (LxWxH) [mm] cloal ol

. Nominal voltage [v/DC] 24
Connecting cable 24V DC /1.0 m/01 12762 -

- Power consumption (W] 36
Connecting cable 24V DC /3.0 m/01 12552 Nominal current (Al 15
Connecting cable 24V DC /7.5 m/01 12553 Max. operation pressure  [bar] 50
Connecting cable 24V DC /15.0 m/01 11720 Protection class P 68
PowerBox 24 V DC / 01 (see pags 160) 50493 Power connection with box

RDM/DMX connection with box
WECS 11 512 / DMX/02 (see page 174) 56491 Material Stainless steel 1.4301 (AISI 304)
WECS 11 1024 / DMX/02 (sce page 174) 56492 Weight [kg] appr. 25
WECS 11 2048 / DMX/02 (sece page 180) 56507 Order no. 50342
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