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The Underwater Power Supply and the under-
water transformer have the protection class 
IP 68 and are equipped with 4 slots. 

Through this special connection technology, 

wiring by hand is no longer necessary.

Product characteristics at a glance
• 12V AC Power Supply for underwater
• Fixing by 4 screw possible
• 4 x female 12 V AC OASE connector
• IP 68 rated
• With patented underwater connection 
 technology

Underwater transformer UST 150/01, 150/A/01

Underwater transformer UST 150/01 and 150/A/01

Underwater transformer UST 150/01

• 4 couplings
•   Connection of 4 x 35 Watt, 3 x 50 Watt or 2 x 75 Watt 

halogen spotlights
• Connection of 4 x 10 Watt LunAqua 10 LED
•   Connection of 8 x ProfiLux LED 12V/01 with 4 power boxes 

Underwater transformer UST 150/01 150/A/01
Dimensions (L x W x H) [mm] 154x130x89 [inch] 6x5.1x3.5
Primary voltage [V/Hz] 230/50 [V/Hz] 120/60
Secondary voltage  [V] 12 [V] 12
Consumption [VA] 150 [VA] 150
Cable length [m] 10 [ft] 20
Weight [kg] 4.5 [lbs] 9.9
Order no. 50401 50517 

Example drawings on page 103 Please follow the international and local norm
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